
Dependable Digital Technology 
for Years of Service

LED indicator lights with 
simple user interface push 
buttons

Safely Sanitizes Your Pool 
Water Using your Existing 
Pump and Filter

TO WALL FITTING
(Pool Return)

FROM
FILTER

Power 
Supply Box

Electrolytic Cell

Flex Hose

Flex Hose Flow / Temp
Sensor

90° Fitting

Electrolytic Cell comes with a 
Flow / Temp Sensor and all 

the necessary fittings.
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Unique Features:
- Comes with everything you need for in ground or above ground pool setup!
- Technologically Advanced switch-mode power supply provides smooth current to the cell.
- Easy Operation-Push button icons with LED indicators.
- 8 levels for chlorine production.
- Operates smoothly at wide salinity ranges of 2000-6000 ppm.
- Super size heat sink allows system to work at full capacity in extreme environmental
  temperatures .
- Continuous voltage supply to the cell even at lower output settings.
- Equipped with 110v plug for quick and easy installation.

Control Panel Display: 
- Anti-UV tinted window keeps membrane switch out of sunlight and inclement weather .
- Super Chlor button enables 24 hour operation at full capacity.
- Low salt indicator light tells you when to add salt.
- Flow and Temperature sensor prolongs cell life and secures safe operation.
- LED lights indicate water conditions and system status.

Maximum pool size
in gallons: 25,000

Chlorine Output gram p/hr
(lb/24h): 21.7 (1.15)

Power Pack

7700 HIGH RIDGE RD SUITE B
BOYNTON BEACH, FL 33426
www.solaxx.com
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Conforms to UL 1081
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